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Benefits At
a Glance
· Choice of Intel Pentium( processors with MMX( technology ranging from 166 
to 233 MHz

· Intel Pentium II Processors from 233 to 300 MHz

· 16 or 32 MB of Synchronous DRAM DIMMs standard, with expansion capabilities up to 
384 MB

· 256-KB level 2 pipeline burst synchronous cache standard, expandable to 512-KB on Pentium Processors with MMX( technology models

· 512-KB cache standard on 
Pentium II models, not upgradable

· PCI/ISA Architecture

· Five-slot/five-bay desktop

· Available with either Internal 16X Max1 CD-ROM Drive IDE (slot-load) on Pentium Processor with MMX( technology or 
24X Max2 CD-ROM Drive IDE (slot-load) on Pentium II Processor models

· Enhanced Business Pro Audio standard on CD-ROM models

· S3 Trio 64V2/GX graphics embedded on Pentium Processor with MMX( technology models

· Matrox MGA 1064/SG Performance Graphics embedded on Pentium II Processor models

· Ultra ATA Controllers

· SMART II Ultra ATA hard drives3
· Intelligent Manageability including Asset Management, Fault Management, Security Management, Configuration Management and Integration Management

· Energy Star compliant with energy-saving features including power down modes for monitor, hard drives and CPU

· Windows 95 preinstalled on Pentium Processor with MMX( technology models, Windows NT 4.0 preinstalled on Pentium II Processor models

· Protected by Compaq Services, including a three-year4 limited warranty

1
Data transfer rate will vary from 
150 KB/s to 2400 KB/s.
2
Data transfer rate will vary from 
150 KB/s to 3600 KB/s.
3
Pentium processor with MMX( technology models manufactured prior 
to February 15, 1998 may be configured with EIDE hard drives.

4
Certain restrictions and exclusions apply. Consult the Compaq Customer Support Center for details.
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6.	Power Switch


7.	CD-ROM Drive


8.	Expansion Bays


9.	SMART II Ultra ATA �Hard Drive


10.	Mouse


11.	Keyboard


* CD-ROM Drive








1.	V70 Color Monitor (optional)


2.	Expansion Slots (two PCI, two �ISA and one shared)


3.	System Board


4.	200-Watt Power Supply 


5.	1.44-MB Diskette Drive
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