GRAPHIC CARD USER MANUAL
Installation

Chapter 2
Installation
2.1
What’s included in the Package

The VGA card package includes the following:
1. VGA card 
2. Software CD which contain the necessary files

3. This manual
4. TV Cable Set

5. DVI to VGA adapter
2.2
Installing the Card

1. Unplug the computer and remove the cover.

Shut down the computer and turn off any attached equipment (such as a monitor or printer).

Unplug the power cord.

Remove the cover.

2. Remove the current graphics card.

If there is a graphics card currently in the computer, use the following guidelines to remove it:
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Detach any cables which are attached to the current graphics card and remove the bracket screw locking the card down. 

Grasp the card by the edges and pull it straight out of the motherboard slot.  If the card sticks in the slot, rock it gently from end to end to dislodge it. Remember to save the screw. 

Note: 
If the computer has a graphics chip soldered down on the motherboard, refer to the manual for the system or motherboard for information on how to disable it.
3. Insert the Graphics Accelerator card.
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Locate the empty AGP socket on the motherboard and use the following instructions to insert the Graphics Accelerator reference card into that socket:

Grasp the Graphics Accelerator reference card by its edges.

Align it with the empty AGP socket on the motherboard, and gently insert it into place. 

Make sure that the card is pressed evenly and completely into the socket.
Fasten the card with the bracket screw.
Note: 
1 .Use the figure above to help locate the Accelerated Graphics Port (AGP) socket on your motherboard. The exact configuration of the components on your motherboard may differ from the figure.  Look for a single, smaller socket between the set of PCI sockets and the processor.
2. Switch

	SW1
	1
	2
	Function

	
	ON
	ON
	PAL

	
	OFF
	OFF
	NTSC


4. Reconnect all cable and Replace the cover.
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Plug the cable from your computer monitor into the back of the Graphics Accelerator reference card. Make sure it is securely fastened. Carefully replace the computer cover and plug the power cord back in. 

Troubleshooting Tips

The following troubleshooting tips may help if you experience problems. Contact your dealer for more advanced troubleshooting information.

1. Check that the card is seated properly in its expansion slot.

2. Ensure the display cable is securely fastened to the card’s display   connector.

3. Make sure that the display and computer are plugged in and receiving power.

4. If necessary, disable any built-in graphics capabilities on your motherboard. For more information, see your computer’s manual.

5. Make sure you selected the appropriate display device and graphics card when you installed the enhanced driver.
Caution!

Before you turn on your system, you have to be sure the VGA card is setup already and all the cables are connected.

DO NOT connect / disconnect TV-out cable when your TV or PC is Power On.

2.3
Card Layout
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